
The AXON PoE Net Protector 1Gb is designed to pro-

tect against overvoltages, the appliances that communi-

cate over 10/100/1000 Mbps Ethernet network and that are 

powered remotely through PoE technology. The PoE 1Gb 

technology appliances are powered by all 4 pairs of wires in 

twisted pair cable.

The AXON PoE Net Protector 1Gb protects both, data 

and power transmission. Both of them are protected with 

gas discharge tube (GDT) surge arresters and semiconduc-

tor overvoltage protectors. The GDT surge arresters allow 

signifi cant impact currents to be discharged to the earth, 

while semiconductor components limit the overvoltages 

that can occur between individual wires within a cable.

The AXON PoE Net Protector 1Gb has a metal housing 

that guarantees high resistance to various mechanical ex-

posures and provides shielding of the entire protective cir-

cuit. The shielded RJ45 connectors provide shield continuity 

when using STP twisted pair.

The device shall work properly if connected to a proper 

earthing or PE conductor in a manner that complies with 

the current regulations.

The AXON PoE Net Protector 1Gb complies with 

EN61643-21 standard.

®

The manufacturer reserves the right to change the technical parameters of the device, resulting from technological progress.

NOTE! Specifi cations defi ne the maximum values of voltage spikes, against which the device is protected.
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AXON PoE Net Protector 1Gb
Surge protection of PoE terminal equipment

Technical data: AXON PoE Net Protector 1Gb
Nominal voltage UN 50V

Maximum voltage UC 56V

Nominal current IN 600mA

Level of protection UP (line-line) ≤95V, 1kV/μs, C3

Level of protection UP (line-earthing) ≤1kV, 1,2kV/50μs, C2

Nominal discharge current iN (line-line) 10A – 10/1000μs, C3

Nominal discharge current iN (line-earthing) 2kA – 8/20μs, C2

Type of sockets 1 / RJ45 (8P8C) shielded

Housing metal, powder coated

Dimensions 70(95)x50x30mm

Weight 0.16kg

Standards EN 61643-21




